
    
   

RBS 100 Rigging Device
TALURIT™
Acting as a mechanical assistant, the RBS 100 is the best way to deal with the heavy, labour 
intensive, time consuming and, sometimes dangerous work of forming a sling eye using large 
diameter wire rope. As it is directly mounted onto the swager, (with the dies already holding the 
ferrule in place), it is very effective and cost efficient, allowing a single operator to easily and safely 
handle the whole operation. This tool also simplifies the whole process by putting emphasis on 
sling eye shape and accuracy.

Place the ferrule between the press dies and apply just enough pressure to hold it in place. Using 
the hydraulic controls the wire rope is drawn between the gripping plates of the pulling part, 
through the ferrule and then into the gripping plate of the rotating part. This section of the unit 
forms the sling eye and directs the wire rope end back through the ferrule. The pulling part then 
easily tightens and finally shapes the eye to the correct size. The wire rope is now set for swaging.
When not in use the RBS 100 can be neatly folded to the side to save space.

The RBS 100 is designed for our 2000 ton range of Swagers, and is suitable for wire ropes of up to 
100 mm diameter.It can be retrofitted onto almost all types of 2000 ton swagers, even other 
brands. Contact Talurit for information. 

Rigging Device folded to the side
(mounted on a 2000T Swager) 

Rigging Device mounted 
on a larger Swager. 

TECHNICAL DATA
Art. No.:                                                                                           RBS 100

Capacity Ø 100 mm wire rope

Power (kW) 2,5

Rated current at 400 V (A) 4,7

Mounted onto a 2000- ton Swager:
(Approx. dimensions depending on swager and 
method of mounting.)

Dimensions: L*W*H (mm) 4 500 x 2 550 x 3 050

Weight (kg) Approx. 990

CAN BE RETROFITTED ONTO ALMOST 
ANY TYPE OF 2000 TON SWAGER, 
INCLUDED DIFFERENT BRANDS!
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